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FLOW

TRAFFIC

FLOW
TRAFFIC

LANE STRIPE

ROAD EDGE

LEAD-IN WIRE

(TYP.)

1-1/4" MIN.

45

FREEZE-THAW.

DURING

FOR EXPANSION

ALLOW SLACK 

SAWCUT

45

OF 7"

MIN. CLEARANCE 1’-6" MAX.

1’-0" MIN.
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LOOP WIRE CONFIGURATION
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TRAFFIC FLOW

LOOP WIRE CONFIGURATION

SEE SECTION AA

LOOP SEALER
LOOP SEALER

TO PULLBOX 

AA

SINGLE CONDUCTOR (TYP.)

THWN OR XHHW STRANDED

NO. 14 AWG (MIN.),

SEE SECTION AA

 

PAVEMENT ONLY

USE FOR CONCRETE

NOTE:

CONCRETE PAVEMENT JOINT

(TYP.)

FULL DEPTH

CORNERS TO

CHIP OUT

WIRE

LOOP

OF 7"

MIN. CLEARANCE

WHEN REQUIRED BY THE PLANS.

FOR NORMAL INSTALLATIONS

(2-4-2) SHOWN IS A MINIMUM DESIGN.

THE DOUBLE LAYER CONFIGURATION

1’-6" MAX.

1’-0" MIN.

WHEN REQUIRED BY THE PLANS.

FOR NORMAL INSTALLATIONS

(2-2) SHOWN IS A MINIMUM DESIGN.

THE DOUBLE LAYER CONFIGURATION

NO SCALE

OF 7"

CLEARANCE

MIN.

NO SCALE

LOOP SAW CUTS

PLAN VIEW OF STANDARD

SECTION BB SECTION CC

SECTION AA

PLAN VIEW OF QUADRUPOLE

QUADRUPOLE LOOP WIRE PLAN

STOP BAR

STOP BAR

OF THREE

SHALL BE TWO TURNS INSTEAD

GREATER THAN 30’, LOOPS

FOR PERIMETER LENGTHS

(TYP.)

SET UP TO SUPPORT THE WIRE.

CONTRACTOR SHALL LET SEALANT

DETAIL "C"
DETAIL "B"

DETAIL "A"

DETAIL "D"

TO PULLBOX 

�" MIN.

3" MIN.

LOOP SEALER

4" MIN.

OR

AA

IF USING 2 AMPLIFIERS

ADDITIONAL SAWCUT REQUIRED

6" MIN.

2’

2’

SAWCUT

FULL DEPTH OF

DRILL 2" DIA.

DIPOLE LOOP WIRE PLAN

PLAN VIEW OF DIPOLE LOOP

EVERY 1’
1" BACKER ROD PLACED

ACHIEVED IN ALL CORNER CUTS.
FULL SLOT DEPTH SHALL BE

DETAIL "C"

DETAIL "B"

DETAIL "C"

DETAIL "C"

DETAIL "B"

�"

TO CONCRETE).

CROSS PAVEMENT TYPES (ASPHALT

INDUCTANCE LOOPS SHALL NOT4.

IN ADJACENT LANES.

WOUND IN OPPOSITE DIRECTIONS

INDUCTANCE LOOPS SHALL BE3.

INTERSECTION.

THROUGH TURNING RADIUS AT

NO INDUCTANCE LOOP LEADS2.

BRIDGE APPROACH SLAB.

LOOPS MAY BE INSTALLED IN A

INSTALLED IN A BRIDGE DECK.

INDUCTANCE LOOPS SHALL NOT BE1.

GENERAL NOTES:

1.5’ MAX.

1’ MIN.
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